
PVC Jacket UTP Cat5E Network Cable BC/CCA Conductor Fluke 
Test UL Approval 
 

 
 

 

Product Details: 

Place of Origin: CHINA 

Brand Name: OEM/ ODM/ LANSAN 

Certification: 
 UL/ROSH/CE/ANATEL/ISO/CPR
/ETL 

Model Number: Cat5E 

Packaging Details: 305m/Box 

 

 



Conductor: BC/CCA Jacket: PVC 

Test: Fluke Conductor Material: Pure Copper 

Jacket Average 

Thickness: 

0.58mm 
Conductor AWG: 

24 23 

Promotional UTP Lan Cable Cat5E Shielded Network Cable BC/CCA Conductor 

  

  

Item no CAT5E-  UTP Insulation Average 

Thickness 
0.29mm 

Conductor Material Pure copper Insulation Minimum 

Thickness 
0.25mm 

Conductor AWG 24  23 Insulation Diameter 1.15mm 

Conductor Diameter 0.511mm/0.575MM... Pair Twist Diameter 2.30mm 

Insulation Materia Pvc/PE PET w=24mm h= 

0.015mm 

Jacket Diameter 5.2MM,5.7MM.... Drain Wire 0.50mm... 

jacket color customize Cable Diameter 6.30mm... 

Rip-cord 1*3D Jacket Material PVC 

Jacket Average 

Thickness 
0.58mm Jacket Minimum Thickness 0.53mm 

printing standard or as customize 

package Packing: Inner packed in coils or drums, outer packed in Carton box or pull 

out box or pallet,305m/box or 500m/drum, or as buyer's requirement 

supply Both in stock and make to order. According to customer's need. 

port by sea:shenzhen  or Negotiation 

 


