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17±0.5
(.669±.02)

12.7+0.5
(0.50±0.02)

12±0.5
(0.47±0.02)

24 (.0945)

0.8 (.031)

ø2.5 (0.098)ø4.1
(0.16)

PIN

7±0.5
(.276±.02)2x1.8±0.2

(.071±.008)

2±0.5
(0.079±0.02)

2x15±0.5
(.59±0.02)

OR UM-3X3

15±0.3
(0.59±0.012)

15±0.3
(0.59±0.012)

48.3±0.5
(1.90±0.02)

58±0.5
(2.28±.02)

Polarity Protection Device
Detail “A”

1.5V

ø2xø5.0± 0.2
(ø.20±0.008)

ø2xø3.5± 0.2
(ø0.14±0.01)

Size "AA" or Equiv

BH-331-3

COMF

130±5
(5.91±0.2)

10±0.5
(0.4±.0.02)

Red Ribbon

Polarity Protection Device
Detail “A” S=2

1.7±0.1
(0.067±0.004)

1.6±0.1
(0.063±0.004)

0.9 (0.035)
0.8 (.032)

DIMENSIONS: mm (in.)

3 "AA" Battery Holder 
with PCB Pins and Ribbon

12BH331P-R-GR

EPD-200598

Date Last Revised:  06-22-15

SPECIFICATIONS
Pin: ø0.8x24mm Brass Tin Nickel 

Plated
Material: PP Resin, Black Color

Spring: 0.7mm 65C Spring Steel 
Nickel Plated

RoHS Compliant
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 Eagle Plastic Devices:   

  12BH331P-R-GR

http://www.mouser.com/eagleplasticdevices
http://www.mouser.com/access/?pn=12BH331P-R-GR

